
























Nowadays,  the  volume  of  waste  and  pollution  generated  in  the  environment  is  increasing  intensively, 
produced in such a way that it becomes impossible be absorbed by nature (Salcedo, 2014). Faced with this 
reality,  we  are  witnessing  of  a  creation  and  development  of  organizations  with  sustainability‐oriented 
strategies.  According  to  the  Intergovernmental  Panel  on  Climate  Change  (IPCC),  in  many  industrialized 
countries  it has been  implemented,  regarding  to  the waste management, a policy of waste minimization 
and  the  valorisation  of  the  3  Rs  ‐  Reduce,  Reuse  and  Recycle.  This  implementation  has  the  purpose  to 
reduce  or  eliminate  solid  waste  deposited  in  the  environment,  aiming  to  contribute  to  achieve  a 
sustainable  development  model,  which  is  structured  according  to  the  social,  economic  and  ecological 
components (Ballen, 2005 apud Santos, 2015). 
Industrial waste originating  in the sector of  leather goods are one of the most responsible for damage to 
the environment, because these are considered solid waste of Class 1  ‐ high  toxicity  in  the environment, 
deposited on the environment during manufacture of leather goods (Ferreira, 2012).  
In today's society there is a growing level of consumption that accompanies the increasing level of demands 





Given  this  reality  the  concept  of  eco‐design  provides  an  excellent  opportunity  to  reduce  the  negative 
environmental  impacts  associated with  the  products  and  processes  and  could  lead  to more  sustainable 
relations between the ecological and economic systems (Papanek, 1985; Manzini & Vezolli, 2008).  
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with  the  problem  of  waste  generated  by  mass  production  of  the  footwear  industry,  with  emphasis  on 
searching  for  solutions  leading  to  the  development  of  new  sustainable  products.  It  is  used  an  approach 
under the ecodesign through upcycling principle and modular design method applied on clean solid waste 
(leather),  to  create  small  geometric  patterns  surfaces  bi‐dimensional  and  three‐dimensional  and  can  be 
applied in a range of existing products within the company and/or other market segments such as utilities 
accessories,  interior  decoration.  In  this  way  it  is  intended  to  present  two  proposals  for  a  more 
environmentally  friendlier  products  focused  on  distinct  segments  market,  based  on  footwear  design 
upcycled through processes and resources in a particular shoe industry and a ceiling  luminaire developed 
by the modular design method without mechanical or manual sewing aid. The projetual design method has 




During  the  last  decades,  the  footwear  industry  has  adopted  different  techniques  and  methodologies 
regarding  the minimization and recovering  the waste generated during production of  footwear, however 
inevitably  there  is  the  constant  formation  of  waste,  essentially  the  raw  material,  particularly  residual 
leather. 
In  Europe,  the  footwear  industry  observe  almost  about  70%  of  animal  leather  residues wasted,  that  is, 
tanned  animal  leather  with  chrome  residues  are  deposited  in  landfills  for  industrial  waste,  sometimes 
considered  through more  sustainable  approaches a potential by product  for  a  future  reintroduction  into 
the  production  system  (Ferreira,  2012).  This  waste  of  raw  materials  originated  from  the  different 
manufacturing operations  from the upper and  the  lower part of  shoes,  consisting of  small  flaps, parings, 
sawdust, chaff and residual leather powder and soles milling. 











the  entire  life  cycle  of  products  and materials,  from  extraction  of  raw material,  production  and  use,  to 





to define  the objectives of sustainability, and  finally communicate product  improvements or  the changes 
needed  to  solve  an  imminent  problem  (Salcedo,  2014).  Starting  from  this  basic  principle,  the 
implementation  of  the  LCA  method  in  the  fashion  industry  promotes  useful  as  the  base  selection  of 
possible appropriate solutions meeting the demand for a more sustainable path (Papanek, 1985).  
In an analytical and continuous  thought,  Soares  (2015) made an approach  to Life Cycle Analysis  inserted 
within a certain footwear company, as well as a possible recovery of leather clean wastes. The PLC analysis 
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From  the  data  collected  it  is  possible  to  verify  the  problem  in  the  generation  of  waste  within  in  the 
environment, once it  is more than 100 tons annual discarded to  landfill, (besides environmental pollution 




create  sustainable  design  solutions  targeted  to  the  areas  of  fashion  accessories  and  interior  decoration. 
However, due to the high present toxicity index of the leather, one of the most ecological solutions focuses 
on upcycling process for the reuse of clean residual skin generated by the company in question, giving the 





area.  Its method defined as reprocessing or reuse of materials,  i.e., return waste  in the product  life cycle 
from the design process, and opening opportunities for new market segments. 
In the footwear industry, many of the discarded waste are potential raw materials that can be reintroduced 
into  the production  chain, becoming a new material or product.  These wastes  can be  classified by  three 
distinct  stages:  post‐consumer  ‐ waste  created  at  the  end  of  use  of  the  product,  pre‐consumer  ‐ waste 




cycle or waste and surplus generated externally  to  the original production process  (Papanek, 1985). This 
production model opens up to global and local economic growth, from the concept of upcycling for creating 
products with environmental value added (Braungart & MacDonough, 2013).  





of  these  steps,  the  operations  performed  are  also  divided  into  several  stages  according  to  the  type  of 
footwear produced and the size and structure of the company. The reject untapped in the cutting phase is 





been  providing  some  beneficial  contributions  to  the  reuse  of  clean waste  centred  on  reducing  resource 
processes  and  consumption  of materials  and  services.  The  slow  design works  as  a  set  of  principles  and 
slower processes of production,  focusing on  the attraction of  consumption  for  sustainable development, 
thus  reducing  their  environmental,  industrial  and  economic  impact.  This  set  of  actions  provides  a  close 
relationship and view from the designer with the consumer, allowing an affective consumption relationship 
through  the  product  concession  with  ecological  value  added  and  reduction  of  potential  impacts  in  the 
future. 
2. Sustainable Design  
In  the  field  of  sustainable  design,  eco‐efficiency  is  widely  used  as  a  strategy  for  addressing  the 
environmental aspects. Its main focus is to create products and services with less and less use of resources, 
waste  and  pollution  (Manzini,  2008).  As  part  of  this  strategy,  one  of  the  approaches where  design  and 
designers  portray  their  responsibility  dimension  is  the  Ecodesign  (Vezzoli,  2010),  through  reduced 
environmental impact of products by encouraging the creation of new opportunities for the industry, taking 
the first progressive steps towards sustainability. In this context, the potential role of designers within the 
sustainability  and  its  outstanding  contributions  beginning  to  show  their  important  mark  to  a  more 
sustainable world (Papanek, 1985; Manzini & Vezzoli, 2008), mainly in order to find solutions that present 
environmental quality and which does not renounce at all the social and cultural quality. 
In  this  context, many  designers  and  companies  are  seeking  to  integrate  in  their  products,  concepts  and 
sustainable design principles, either by  level of processes choice  in which it operates, or by references of 
material and cultural or of which  they are part. These methods used  in the production process may vary 
depending  on  the  size  of  the  company  and  the  market  to  which  it  occurs  (Gwilt,  2014).  The 
interdependence  of  the  factors  involved  in  the  development  of  a  sustainable  product  is  essential  for  a 
positive  outcome  of  a  project,  supported  by  the  Ecodesign,  which  integrates  its methodology  to  design 
concepts to meet the needs of the environment. The result of this integration can be characterized not only 
by  the  environmental  value  addition,  but  also  for  its  functional,  aesthetic  and  emotional  aspects,  with 
future projections (Braungart & McDonough, 2013). 
2.1 Modular design applied to clean waste 
One  of  the  relevant  requirements  for  the  production  of  sustainable  products  relates  to  the  easiness  of 
assembly and disassembly of these and can be directly connected to the extension of the product life, since 
it facilitates the maintenance, the repairing, upgrading and re‐manufacturing (Manzini & Vezzoli, 2008). In 
this way,  among  the methods  of  projecting  applied  in  design  stands  out  the  concept  of modular  design 
used to create patterns of two‐ and three‐dimensional surfaces and contributes to the development of new 
modular  products,  associated  with  reuse  of  materials,  generally  flexible  bases  and  multi‐conjugable,  to 
propose versatility, customization and affectivity to the user.  
The modular design method consists in organizing a number of small regular or irregular modules through a 
mathematical  support  that  can  be  developed  independently  and  which  subsequently  may  be 
interconnected  to  generate  various  other  underlying modular  pattern,  giving  rise  to  the  composition  of 
new  visual  forms  based  on  the  concept  "do‐it‐yourself"  (Santos,  et  al.  2015).    This  system  of  modular 
standards allows it to be organized in order to make an item in a number of other projects without a single 
industrial or manual sewing. 









that define and characterize  the overall brand positioning  in  the highly globalized current market. Try  to 
avoid so its management according to time constraints and economic growth (Strauss & Fuad‐Luke, 2008). 
3. Analysis and Empirical Development  
Based  on  the  considerations  presented  in  previous  topics,  the  present  article  research  methodology  is 
classified first as an exploratory research using the a case study method, thus enabling the direct contact 
with  the  problem  to  be  researched  from  observations  and  deep  perceptions,  with  constant  access  to 
informality and creativity. 
Faced with this methodology we used the exploratory procedure that in the best way fits the work‐study, 
based  primarily  on  projetual  processes  of  design,  based  mainly  on  the  design  of  projective  processes 
influenced  in  the  approach  of  reintroduction  of  clean  waste  in  production  lifecycle  (PLC),  from  the 
development of  sustainable products with  the constant  reuse of waste  leather of  the  footwear  industry. 
The approach of ecodesign and upcycling with the inclusion of the integrated modular design method was 
adopted  in  the  process  of  slow  design  for  the  discarded  leather  conversion  into  new  products,  with 




each  individual  type of waste. After  this process  it was possible a detailed observation of  the amount of 











without  industrial  or manual  stitching  feature  for  joining  the  parts.  Both  proposals  have  the  production 
process feature of the principle slow design, enhancing the emotional attachment and long durability, the 
products were respectively directed to the areas of fashion accessories and interior decoration. 






environmentally  friendly  products  during  the production of  products main  line of  the  company  targeted 
and other market segments, reusing leather waste. 
The  first  proposed  solution  consists  of  in  designing  an  average  boot  high  heels,  with  the  residual  skin 
surface  created  from  the  quadrangular  modules  along  with  the  residual  leather  reused  in  the  frontlet 
(forefoot) thereby forming the ecological upper of the boot. It was performed a preliminary calculating of 
the  number  of  modules  appropriate  to  different  patterns  constituting  the  upper.  The  development  of 
surface pattern "upcycled" has 60 modules quadrangular mechanically sewn together. The seam "upcycled" 
surface is the external seam, leaving visible the edges to the outside surface (crest seam), which reveals a 




The  second  proposed  solution  is  to  design  a  modular  structure  applied  to  the  luminaire  for  interior 













All  these  methods  and  resources  in  the  conception  of  the  modular  design  and  upcycled  portray  the 
sustainable  potential  of  production  and  processes  through  the  reuse  of  animal  leather  waste.  Although 
sustainable design of  these products  involves  investment production processes with  slower  flow. On  the 
other  hand,  it  opens  a window  of  opportunity  for  socializing  between  local  companies  and  cooperative 






Regarding  footwear  industry,  different  techniques  and  methodologies  have  been  developed  within  the 
framework  of minimization  and  recovery  of waste  generated  during  production,  although  a  problematic 









Under  a  subsequent  perspective,  the  exploitation  of  this  project  through  innovative  social  application  is 
looking for the future development, thereby enabling the introduction of new solutions face of persistent 
problems  of  the  industry,  through  interrelations  in  inside  of  the  society,  including  collaboration, 
associations, organizations, etc. Thus arises the attempt of a design project rethinking focused on the social 
context,  taking  into account  creative  and productive actions of  slow design  for  the development of new 
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